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Die Heizschlauchkonsole für den VW T5, T6 und T6.1

CALIHEAT
Compatibility list

DE Weitere Sprachen zum Download QR Code scannen oder online unter www.vanim.de

EN Other languages to download Scan QR code or online at www.vanim.de

FR Autres langues à télécharger Scannez le code QR ou en ligne sur www.vanim.de

IT Altre lingue da scaricare Scansionare il codice QR o online su www.vanim.de

ES Otros idiomas para descargar Escanee el código QR o en línea en www.vanim.de

NL Scan de QR-code voor meer talen of ga online naar www.vanim.nl

PL Inne języki do pobrania Skanuj kod QR lub online na www.vanim.de

DK Flere sprog at downloade Scan QR-kode eller online på www.vanim.de

V1_Kompatibilitätsliste_CaliHeat_EN

English
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CaliHeat Adapter Designation Vehicle Mounting location for auxiliary 
heater outlet

CaliHeat V2

Article number: 0401.02.00

VW California models and VW 
Camper with matching outlet grille 
in the B-pillar

CaliHeat MP

Article number: 0409.01.00

For Marco Polo Camper from model 
year 2014 with auxiliary heating 
outlet in the seat box

CaliHeat EB60

Article number: 

• Hose connection - 1901.01.00

• base plate - 1902.01.00

• Adapter diffuser - 1903.01.00

For all campers with 60 mm 
Eberspächer parking heater outlet

For details see installation 
requirements (page 4)

CaliHeat WB60

Article number: 

• Hose connection - 1901.01.00

• base plate -1903.01.00

• Adapter diffuser - 1904.01.00

For all campers with 60 mm 
Webasto parking heater outlet

For details see installation 
requirements (page 5)

CaliHeat Adapter Designation Vehicle Installation of pop-up roof

CaliHeat Clamp adapter

Article number:

• Standard variant - 0402.01.00

• Bajonett Line - 0803.01.00

• Bayonet connection Hose - 
0802.01.00

Suitable for VW California models 
T5 - T6.1 with original pop-up roof 
with louvre in the ascent.

CaliHeat Magnetic adapters

Article number:

• Standard variant - 0403.01.00

• Bajonett Line - 0804.01.00

• Bayonet connection Hose - 
0802.01.00

Suitable for all campers with pop-up 
roof that have a straight surface to 
which the metal discs can be 
attached.

For details, see installation 
requirements (page 6)

CaliHeat Rope adapter

Article number:

• Bajonett Line - 0805.01.00

• Bayonet connection Hose - 
0802.01.00

Suitable for all campers with pop-up 
roofs that have an attachment 
option in the roof.

e.g. handles, straps, etc. to which a 
carabiner can be attached or looped 
in.

Compatibility list CaliHeat connection outlet parking heater Compatibility list CaliHeat adapter pop-up roof top
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Installation requirements / components of the CaliHeat EB 60

Components CaliHeat EB 60

1. existing air outlet Eberspächer

2. adapter bracket EB60 for outlets             
Art.-Nr.: 1903.01.00 

3. hose connection Art.-Nr.: 1901.01.00

4. base plate EB60 Art.-Nr.: 1902.01.00

5. outlet auxiliary heater Eberspächer 60mm

A. A. B.B.

Components CaliHeat WB 60

1. existing Webasto air vent

2. adapter bracket WB60 for air outlet            
Art.-Nr.: 1904.01.00

3. hose connection Art.-Nr.: 1901.01.00

4. base plate WB60 Art.-Nr.: 1903.01.00

5. outlet auxiliary heater Webasto 60mm

Installation requirements / components of the CaliHeat WB 60

A. Minimum distance to vehicle panelling

B. Dimensions of parking heater outlet

A. Minimum distance to vehicle panelling

B. Dimensions of parking heater outlet

1.

4.

5.

5mm

Ø 62mm

2. 3.

1.

4.

5.

2. 3.

Ø 89mm

5mm

Ø 97mm

Ø 56mm
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Space required for mounting the metal disc

The contact surface must be at least 30 mm.

Fit the metal discs as close as possible to the edge towards the interior.

Mounting Prerequisite for mounting the magnetic adapter

min. 30mm

Mounting point pop-up roof

min. 30mm


